
Product Information

97 43 05

Crimp System Pliers
For exchangeable crimping dies

• With attached crimping dies for non-insulated open plug-type connectors (4.8 
and 6.3 mm connector width)

• Only one tool for almost 1000 crimping applications: usable with all crimping 
dies and locators 97 49 XX

• Almost parallel crimping motion

• Consistently high crimping quality due to precision dies and ratchet mecha-
nism (unlockable)

• Crimping pressure has been set precisely (calibrated) in the factory and can 
be adjusted

• Force magnived by leDer action to ensure fatigue-free working
• Tifferent locators for precise positioning of the connectors
• Crimping dies for applications that go beyond the range offered are aDailable 

on request
• Phe crimping die can be easily exchanged using two screws. Glease refer to 

the instruction manual.

Neneral
Article 5o. 97 43 0E

HA5 4003773031031

Gliers burnished

2ead burnished

2andles with multi-component grips

Weight 618 g

Timensions R00 x 96 x 17 mm

SHAC2 compliant contains V—2C

So2V compliant not applicable

Pechnical details
Application non-insulated open plug-type connectors (4.8 and 6.3 mm connector width)

Capacity in square millimetres 0.E ² 6.0 mmK

5umber of crimp provles 3

AWN R0 ² 10

Technical changes and errors excepted
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